
Chippertruck HEM 583 R 
mounted on Volvo
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Technical data HEM 583 R-Truck

Performance potential
Fragmentation of hardwood up to (in cm) 45

Fragmentation of softwood up to (in cm) 56

Throughput up to approx. (in lcm) 200

Draw-in opening
Draw-in width (mm) 1200

Draw-in height (mm) 680

Fragmentation unit
Drum diameter (mm) 820

Number of blades, half-fitting (full) 12 (24)

Material outfeed
Hydraulic blower outfeed

Main drive
Standard diesel engine  VOLVO, Euro 6, D16K 550

Power (in kW/PS) 405/550

Chassis
Number of axles 4

Top speed (km/h) 80

Weight
Weight/basic design approx. (in kg) 27500

Permissible axle loading (in kg) 32000

Permissible overall weight (in kg) 32000

Transport position dimensions
Length (mm) 1004

Width (mm) 2550

Height (mm) 4000

Control system
easygreen

DIP

Sensotronic

Automatic overload control

Draw-in speed preselection

Cable remote control

15-channel radio remote control

Z-tronic

INT

2,55 m

1,35 m

All data is based on the basic machine version and should be considered as an approximation. 
 Included in standard machine delivery    Option, available at extra cost    Not available
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HGV- 
engine

HGV- 
trans- 
mission

split  
gearbox

Beltdrive for 
chipper drum

Main drive HEM 583 R-Truck chipper truck

Luxurious long-distance driver cab

Chipper drivers in the thinly-populated 
Scandinavian and Baltic countries are 
subject to very special working conditions. 
Their working sites are sometimes some 
considerable distance apart, and the driv-
ers are therefore often on the road with 
their chipper trucks for long periods and 
have to overnight in the cab.

The comfort provided by the cabin is of 
considerable importance in such cases, 
after all the workplace and the sleeping 
area has to be combined. In addition, the 
HGV must also be at least partially capable 
of use on uneven roads, which isn’t nor-
mally the case for HGVs with long-distance 
driver equipment.

A Volvo FH 16 with 550 PS and a 4-axle 
tridem chassis was provided by the cus-
tomer to set up the HEM 583 R. The Volvo 
FH is available with a medium-height 
chassis as series.

Only the first two rear axles are actually 
driven. The new power divider routes the 
power flow either to the chipper or to 
the rear axles. All drive components are 
designed for this purpose as “heavy duty” 
components.

For reasons of the first and last steered 
axles, the HGV is extremely manoeuvrable. 
Apart from this there are also sufficient 
reserves in both the weight and length. 
This means that other chipping units, for 
example the HEM 593 R or the HEM 821 R, 
could also be built on without requiring 
special approval. 

Power and great comfort  
JENZ HEM 583 R-Truck 
mounted on Volvo FH 16

		Luxurious long-distance 
driver cab with comfortable 
overnight facilities

		Operation of chipper from 
external crane cab

			Medium-height 4-axle 
tridem chassis for good 
off-road capability

			Extremely manoeuvrable 
thanks to steered rear axle

		All drive components de-
signed as “heavy duty”

		Optimum axle load 
distribution

		Addition of the larger 
HEM 593 R or HEM 821 R 
chippers is also possible

		High woodchipping quality 
and low wear costs thanks 
to hydraulic blower

		Can be supplied with 
centric or rear blower as 
required

brief facts


